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The AVID AIR™ 
Air Purification System

Ideal for use in:
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The AVID AIR™ wall mount air purification system provides e�icient airborne and  
surface bacteria, viruses, odors, and mold reduction. The AVID AIR™ unit mounts 
flush into a wall or ceiling providing an e�ective, concealed and tamper-proof air 
purifier for commercial applications.

™



ITEM# DIMENSIONS SHIP WT.

BRU-16

BRU-25

REPLACEMENT CELL

PHIC-5GA-BRU
5.25”W x 2.75”D x 16”H

133.4mm x 69.9mm x 406.4mm
2 lbs.

0.9 kg.

ELECTRICAL

120 VAC

220 VAC

AVID AIR™ Air Purification System

MATERIALS
Aluminum / Stainless steel

PHI-CELL ® REPLACEMENT
Recommended after 2 years

FAN VOLUME
9 CFM

WARRANTY
1 year

COVERAGE
Up to 800 sq ft.

Why Use RGF’s PHI-CELL® Technology?
The AVID AIR™ utilizes RGF’s patented Photohydroionization® (PHI-CELL®) technology to substantially 

reduce airborne and surface bacteria, viruses, odors, mold and VOCs  (chemical odors). 

Photohydroionization® (PHI) is an active air treatment technology. Active air treatment is the process 

of reducing air and surface contaminants by recreating safe, natural levels of hydrogen peroxide in 

occupied areas. 

A I R  O U T L E T

I N D I C AT O R  L I G H T

P R E - F I LT E R

O N / O F F  
S W I T C H

A I R  I N L E T

UL 867:2011
CAN/CSA C22.2
No.187-M1986

Doc# SPEC-0400 Rev B


