
DESCRIPTION:

Hydrex™ A/C Tabs keeps drain pans and drain lines clean and free of debris. Controls odor, sludge, 

plugging and slime.

CHARACTERISTICS:

•	 	Prevents	costly	water	overflow	damage

•	 	Eliminates	bad	odors
   

APPLICATIONS:

Hydrex	A/C	Tabs	is	designed	for	air	conditioners,	humidifiers	and	refrigerators,	in	which	odors	control	

and	water	overflow	from	the	drain	pan	is	a	concern.	It	can	also	be	used	in	the	commercial	air	condi-

tioning units that are commonly found in motels, hotels, hospitals, nursing homes, schools, apartment 

and office buildings. Hydrex A/C Tabs are packaged in plastic bottle for easy use.

When	used	according	to	directions,	it	will	keep	your	drain	pans	and	drain	lines	clean.	It	will	control	

the odor and sludge in the air conditioning system.

PACKAGING:

Code    Size	 Qty.	Per	Case	 Lbs.	Per	Case	 Cu.	Ft.	Per	Case

68115 200 tablet bottle 12 13 0.45
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INSTRUCTIONS:

Start treatment by placing 2 tablets per one ton of air conditioning into A/C drain pan. Add 2 additional tablets 
per	one	ton	of	air	conditioning	every	three	months	or	whenever	odor	occurs.	Hydrex™	may	be	more	effective	
if	the	pan	or	reservoir	is	drained	and	cleaned	before	treatment.

 For additional technical information, call Toll Free 1-800-231-3345.

PRECAUTIONS:

FOR CHEMICAL EMERGENCY, SPILL, LEAK, FIRE, EXPOSURE OR ACCIDENT,
CALL CHEMTREC - DAY OR NIGHT 1-800-424-9300

WARNING

MAY	CAUSE	SEVERE	EYE	BURNS.	
SKIN	IRRITANT.	

HARMFUL	IF	SWALLOWED.

CONTAINS: Quaternary Ammonium Chloride. PRECAUTIONS:   Do not get in eyes, on skin or on clothing. Wear 
(goggles,	 face	shield	or	safety	glasses),	protective	clothing	and	rubber	gloves.	Wash	thoroughly	after	handling.	
Remove	contaminated	clothing	and	wash	before	reuse.	FIRST AID:  In	case	of	exposure,	contact	physician	imme-
diately.  Eyes -		Hold	eyes	open	and	rinse	gently	with	water	for	15	minutes.		Skin -	Remove	contaminated	clothing	
immediately.	Rinse	skin	with	plenty	of	water	for	15	minutes.	Ingestion -			DO	NOT	INDUCE	VOMITING.	Only	if	con-
scious,	give	large	amounts	of	water.	KEEP OUT OF REACH OF CHILDREN.

For	additional	information,	refer	to	Material	Safety	Data	Sheet. 

SPECIFICATIONS:
    
	 	 	 Flash	Point	SETA	CC	 	 	 None
	 	 	 Color	 	 	 	 	 Off	White
	 	 	 Shelf	Life	 	 	 	 2	years	
    

Suggestions	and	recommendations	covering	the	use	of	our	products	are	based	on	our	past	experience	and	laboratory	findings.		However,	as	we	have	no	control	as	

to	the	methods	and	conditions	of	application,	we	only	assume	responsibility	for	the	uniformity	of	our	products	within	manufacturing	tolerances.

                
LIMITED WARRANTY:

RectorSeal		makes	the	Limited	Express	Warranty	that	when	the	instructions	for	storage	and	handling	of	our	products	are	followed	we	warrant	our	products	to	be	free	from	defects.			THIS LIMITED 
EXPRESS WARRANTY IS EXPRESSLY IN LIEU OF ANY OTHER EXPRESS OR IMPLIED WARRANTIES, INCLUDING ANY IMPLIED WARRANTY OF MERCHANTABILITY OR FITNESS 
FOR A PARTICULAR PURPOSE, AND OF ANY OTHER OBLIGATION ON THE PART OF RECTORSEAL.			The	sole	remedy	for	breach	of	the	Limited	Express	Warranty	shall	be	the	refund	of	
the purchase price.   All other liability is negated and disclaimed, and RectorSeal  shall not be liable for  incidental or consequential damages.

MANUFACTURED BY
 RectorSeal  • 2601 Spenwick Drive • Houston, Texas 77055, USA

Telephone:  713-263-8001 or 1-800-231-3345     Fax:  713-263-7577 or 1-800-441-0051
www.rectorseal.com
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